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DELHI. ADMINISTRATION 

notification 
Delhi, the 13th April, 1964 

No. F. 32(l)JJ/PWB(^).^ e n D e XMu„t‘pa! ffporatiot 'S® 

sub-section (1) .of section 481 o f the Delhi Mu c p F d the following 

(66 of 1957), the Delhi (Buildings) Bye- 

bye-laws, to amend the TMaxMxxn ? Mr £ ublishe d a s required by 
laws, 1959, the same having. been prev 0 7^ bye -laws, having been 
sub-section (1) of section 483 of the CL. ith sucb changes therein 

approved by the ^Jg^a^u^er the powers conferred on him 

as appeared to himto ben e 483 of the sa id Act read with the 

by sub-sections (1) and (2) of sec Tdi Ministry of Home Affairs No. 
notification of the Government of I , are 7 hereby published as 

F. 27(61)-Judl.II, dated the 2nd August 1961, are Act The Delhi Deve- 
required by sub-section (1) of sec | these bye-laws, certified 

& e h«e A byeS d^U P contr C a 0 ve S nt e any of the provisions of the Master 
Plan to Delhi and the zonal development plans. 

principal Bye-laws), 

(a) for clause (5), the following clause shall be substituted, namely — 

“harsati” means a shed or covered space, whether enclosed on 
(5) all sider^ not used for shelter on the roof of a building; 

( 103 ) 
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(b) for clause ( 15 ), the following clause shall be substituted, 

namely:— y TS 

<” x SHs 

other place of public assembly, 

(c) clauses ( 28 ), ( 29 ), ( 30 ) and ( 34 ) shall be deleted; 

(d) for clause (35), the following clause shall be substituted, namely — 

(35) “fire resisting material” includes any of the following 
materials and things namely: 

(a> IS' r fireXfSstne°an5 0 Ser h Sd Sdta»mb!S 

fresh burnt lime and not more than two parts of clean 
sharp sand or with good cement mixed with sand, 

(b) iron and steel encased in cement concrete or asbestos sheets; 

(c) slate, tiles, brick, and terra-cotta when used for coverings 

or corbels; 

(d) flagstones when used for floors over arches, but not exposed 
V on the under side and not supported at the end only, 

(el concrete not less than 4 inches in thickness composed of 
broken bricks, stone chippings, or ballast and lime cement 
or calcines gypsum when used for filling m between 
joints of* floors; 

(f) reinforced cement concrete, and other incombustible cement 
products; and 


(g) any article made of asbestos and cement, 


(e) afiter clause ( 36 ), the following new clause shall be added, 
namely:— 

( 36 -A) Floor Area Ratio or F.A.R. means the quotient obtained 
by dividing the multiple of the total of the covered aiea 
oh all floors and 100 by the area of the plot, i.e. 

Total covered area of all floorsXlOO 

F.A.R.=--; 

Plot area 


(f) for clause ( 41 ), the following clause shall be substituted, namely: — 

( 41 ) “gallery” means the raised portion of a room which remains 
open to the room and the floor of the gallery may be either 
level or stepped; 




















-^r~^ZT (48), the following clause shall be substituted, 

"ledge or land” means a V mfam V vertW su^ 

any manner whiitsoever exc p y havin pro j ec tion wider 
ports, within a room itself but 8 P J the floor; 

than 3 ft. and at a height of not less tnan i it. 

<h) after clause (55), the following clause shall be added, namely:- 
Development Act, 1957, 

(i) for clause (56), the following clause shall be substitute , 

namely:— . ,„ rtton 

(56) “mezzanine floor” means ^height from the 

■two main floors and not less than l It. m neigi 

floor; 


(j) after clause (70), the following clause shall be added, namely:- 


(70-A) “repairs” mean and include: 


8 ilSiPI 

provided under the building bye-laws, 
lei flooring and reflooring; _, 

- IKSSi jSHSfsHa 

wa ii c nf a room being re-erected, or making auerauun w 
a framed building without involving the• s uch 

erection of more than one-half of the parts m any sucn 
walls thereof as aforesaid; 

(f) replacing fallen bricks, stones, pillars, beams, etc., 

<*> TgfSjS ^MThdrt 

overhanging public street, 

(h) “g^Vh^ss c ^ far 

height of 5 ft. 6 inches on any floor or floors, 

(i) construction or reconstruction of lofts in shops m 

1 ; commercial areas upto a coverage of 50 per cent prov a 
ori i+Q hoi^ht from floor level is not less than ( Ix v « 
height between the ceiling and the loft is not more than 
5 ft § 6 KS and that the loft is used for storage purposes 

(j) construction or reconstruction of saiban in l front of a shop 

provided it does not project beyond the boundary 
of the plot on which the shop stands; 
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(k) reconstruction of portions of buildings damaged by storm, 

rains, fire, e&rth-quake or any other natural calanjiy to 
the same extent and specification as existed prior to the 
damage, provided the use conforms to the provisions of 
the Master Plan. 

(l) reconstruction of staircase of the same size and in the same 

position as previously; and 

(m) construction of uncovered staircase (with open risers) of not 
more than 2 ft. 6 inches in width in plots upto 100 sq. yds. 
in area, where no staircase already exists. 

Note: No sanction shall be necessary for carrying out repairs as 
defined in this clause. 

(k) for clause (74), the following clause shall be substituted, 
namely: — 

(74) “set-back line” means a line usually parallel with the centre ^ 
line of the road or street and laid down in each case by a 
competent authority beyond which nothing can be construct¬ 
ed towards the road; 

(l) after clause (82), the following clause shall be added, namely. 

_ _ _ • i J * C_] loTTm nUnll Vi I3X7A 
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><- (c) all existing buildings or structures on. over or under the 
site or projecting beyond it; 

(d) all surrounding buildings in outline within a distance of 40 

ft. from the boundaries of the site; 

(e) the name of the street in which the building is proposed to 

be situated, if any; 

(f) the position of access from the street to the building; and 

(g) the width of the street (if any) in front and of the street 

(if any) at the side or rear of the building. 

5. Amendment of bye-law 5—For bye-law 5 of the principal Bye-laws, 
the following bye-law shall be substituted, namely:— 

5 Building Plans.—The plans, elevations and sections of buildings 
accompanying the notice shall be accurately drawn to a scale 
of l/4th of an inch to a foot for sites upto 300 sq. yds. in 
area and to a scale of l/8th of an inch to a foot for sites over 
300 sq. yds. in area and together with a drawing of part of 
the principal elevation and section of the main building to 
a scale of l/4th of an inch to a foot and coloured as laid down 
in bve-law 7. Adequate arrangement for proper drainage 
shall also be made. The plans shall include:— 

(a) floor plans of all floors together with the covered area, acces¬ 

sory buildings and basement plan. Such drawings shall 
clearly indicate the sizes and spacings of all supporting 
members, sizes of rooms; 

(b) exact location of essential services, e.g., water closet, sink, 

baths and the like; 

(c) sectional drawings showing clearly the sizes of footings, 

thickness of basement walls and all roof slabs and floor 
slabs walls construction, sizes and spacing of framing mem¬ 
bers, ceiling heights and parapet heights with their mate¬ 
rials, the section should indicate the drainage and the slope 
of the roof and at least one section should be taken through 
the staircase; 

(d) all street elevations; 

(e) details of service latrine, if any; 

(f) dimensions of the projected portions beyond the permissible 

building line; 

(g) terrace plan indicating the drainage and slope of roof; 

(h) indication of the North Line; and 

(i) plans and sections of private water supply and sewage dis¬ 

posal system, if any. 

Note. —Prints of plans shall be on one side of paper only. 

6. Amendment of bye-law 10.—For bye-law 10 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely:— 

10. Designing of buildings and works ■ —Every person, who intends 
to erect a building or execute any such work as is described 
in section 334 of the Act, shall get its structural work design¬ 
ed by a licensed architect, engineer or draughtsman. 
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7. Amendment of bye-law 13.—For bye-law 13 of the principal-bye¬ 
laws, the following bye-law shall be substituted, namely:— 

13. Completion Certificates. —The form of notice of completion of 
the erection of a building or the execution of any work, 
required to be given in pursuance of sub-section (1) of sec¬ 
tion 34b of the Act, shall be in the form set forth in Schedule 
VI. 

8 . Deletion of bye-law 15.—Bye-law 15 of the principal Bye-laws shall 
be deleted. 

9. Amendment of bye-law 16.—For bye-law 16 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely:— 

16. Single Living Room Tenement. —Notwithstanding anything to 
the contrary contained in any other bye-law applicable to 
such building, the following provisions shall apply to a single 
living room tenement, that is, a tenement consisting of a 
living room and a multi-purpose room: 

(a) No single living room tenement in a single storeyed building 

shall contain a living room less than 120 sq. ft. in area and 
a multi-purpose room less than 80 sq. ft. in area. 

Provided that the living room may be reduced upto 100 sq. ft. in 
area, if the multi-purpose room is correspondingly increas¬ 
ed in area. 

(b) No single living room tenement in double or multistoreyed 

buildings shall contain a living room less than 100 sq. ft. 
in area and multi-purpose room less than 80 sq. ft. in area. 

(c) The multi-purpose room shall have satisfactory arrangements 

for drainage and disposal of smoke, but fly proof gauze for 
doors and windows shall not be obligatory. 

(d) The minimum width of a habitable room in each case shall 

not be less than 8 ft. 

(e) One water closet (at least 12 sq. ft.) and one bath room (at 

least 16 sq. ft.) with a water tap shall be provided to serve 
each single living room tenement. The water closet and 
bath room can be combined with a total floor area of at 
least 28 sq. ft. 

(f) The smallest side of the water closet shall be at least 3 feet, 

and of the bath room at least 3 ft. 6 inches. A jali of over¬ 
all area of 4 sq. ft. shall suffice for lighting and ventilation 
of each water closet or bath room. 

(g) There may be provided one loft in each tenement not exceed¬ 

ing 3 ft. in width. 

(h) Every tenement shall be provided with at least one access 

from any one staircase, an open verandah, gallery or 
passage. 

(i) Every such verandah, gallery or passage shall not be less than 

3 ft. in clear width and shall abut on an interior or exterior 
open air space of requisite width. 
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(O) 


^=^ ========== ^ habitable room and 

(j) The minimum ceilmg 

kitchen shall be 9 it. me ans of a door or an 

(k) Cross ventilation may be effected 

opening- _ ra£fe under bye-law 25 shall 

S-ff a number of tene ' 

merits is proposed to be ere ^ ha bitable rooms shall be 

<"» tte 1 ££ of lhe nearest road or pr0 ' 

(n) --s-s 1 n ° i iess tha ; 

^ ' one inch thickness of 1.2.4 cem ^ 42 may be 

The thickness of wall presen ^ ckness than that prescribed, 
constructed 44 inches 1 - „ be 4ess than 9 inches thick, 

but in no case an y su £k f the sa me thickness in more than 
nor shall the wapss 'be of J h : sam between tw0 tone- 

two floors; the thickness of a pa y ^ inch£S; if it is not a 

Sm waiUoTSS'purpose of determining the length o. 

externa, waiis under hye- aw^ ^ ^ ^ th 

(P) Th ^T m «rJad’wURh; m ’» fr r,?e a SS S Xthe 
inches and the maximum distance 1 

entry into the farthest tenemen e or b a lcony shall 

(q) 6 dS es for pr ° vid ' 

(r) * 

(s) The minimum ceiling heig ^ ^ more than 30 S q. 

*ZZ IL 

contrary contained in ^ h ^ apply to a double room 

rooms and a 

(a) A double room tenernetrt shall^ ^^.itchen^'bath^^room, water 
SS2 SSK aS’ SU 0 . passage^ balcony, etc 
(b, Ineach tenement S S 

room can be reduced uptc,100 ig «- “ e “ in each tone- 
room is corrospondmg y n ^ ^ buildings, one living room 

SuMt be lis tS 100 sq. it. aud the other living room 
io.e than 80 sa. ft. in area. 
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(c) The minimum width of a habitable room in each case shall not 
be less than 8 if. 

(d) In addition to the two living rooms, a kitchen measuring at 

least 45 sq. ft. with a minimum width of 5 ft. shall be pro¬ 
vided. Satisfactory arrangements shall be made for disposal 
of smoke and drainage, but fly proof gauze for doors and 
windows shall not be obligatory. 

(e) One water closet (at least 12 sq. ft.) and one bath room (at least 

16 sq. ft.) with a water tap shall be provided to serve each 
tenement independently. The water closet and bath room 
can be combined with a total floor area of at least 28 sq. ft. 

(f) The smallest side of the water closet shall be at least 3 feet, 

and of the bath room at least 3 ft. 6 inches. A jali of overall 
area of 4 sq. ft. shall suffice for lighting and ventilation of 
each water closet or bath room. 

(§) There may be provided one loft in each tenement not exceed¬ 
ing 3 ft. in width. 

(h) Every tenement shall be provided with at least one access from 

any one' staircase, an open verandah, gallery or passage. 

(i) Every such verandah, gallery or passage shall not be less than 

3 ft. in clear width and shall abut on an interior or exterior 
open air space of requisite width. 

(j) The minimum ceiling height of every habitable room and 

kitchen shall be 9 ft. 


(k) Cross ventilation may be effected by means of a door or an 

opening. 

(l) The percentage of permissible coverage under bye-law 25 shall 

be reckoned on the basis of the average plot area per tene¬ 
ment on the ground floor and not on the basis of the buildmg 
plot on which a building containing a number of tenements 
is proposed to be erected. 

(m) The minimum height of plinth for habitable rooms shall be 

1 foot above the centre or crest of the nearest road or pro- 
posed road. ^ 

(n) There shall be provided a damp proof course of not less than 

one inch thickness of 1:2:4 cement concrete. 

(o) The thickness of wall prescribed under bye-law 42 may be 

constructed 4J inches less in thickness than that prescribed 
52 n ° <? se an ,y s “ c h wall shall be less than 9 inches thick! 

nor shall the walls be of the same thickness in more than 

™°ntc° 0r ! i 16 thlckn ? ss of a P ar ty wall between two tene¬ 
ments carl, however, be reduced to 4$ inches if it is not a 
return wall for the purpose of determining the length of 
external walls under bye-law 42. 8 

(p) The. minimum width of the staircase shall be 3 feet the 

minimum tread 9* inches, the maximum riser 8 inches ' and 
maximum distance from the staircase to the entry’into 
the farthest tenement 75 feet. y 

(q) The minimum width of a corridor or passage or balcony shall 

be 3 feet, but it can be reduced to 2 ft- 6 inches for nmviHino 
access to the bath room and water closet. ^ 

(r) The minimum clear head-room in any staircase shall be 7 ft. 
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(a) The minimum ceiling height of a mamti shall be 7 ft. 

(t) A floor area of not less than 12 so. ft. and not more than 30 sq. 
ft. with the smallest side not less than 3 feet, shall be 
permissible for a small store room. 


11. Amendment of bye-law 19.—For bye-law 19 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely: — 

19. Minimum ceiling height of rooms .—Every habitable room in 
any building shall be in every part at least 9 feet in height 
from the floor to the underside of the roof slab or ceilin<* 
except where the building is to be air-conditioned when the 
minimum ceiling height can be 8 feet. 

Provided that in the case of a sloped roof the height shall not be 
less than 8 ft. at any point. 


l a wl 2 'if m f e n dment * b , ye ' la ^ , 20 * -— For bye-law 20 of the principal Bye- 
laws, the following bye-law shall be substituted, namely: — ^ 

20 . Minimum size of habitable rooms.— No habitable room shall have 

a floor area of less than 100 square feet except that in the case 
. ot hostels attached to recognised educational institutions 

the minimum size of a habitable room for the residence of a 
single person shall be 80 square feet. The minimum width 
of a habitable room shall be 8 feet. 

i 13 - Amendment of bye-law 21. —For bye-law 21 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely: — 

21. Maximum height of buildings.—(1) Except with the permission 

in writing of the Commissioner, and subject to the provisions 
contained in bye-law 19, no building shall be erected or raised 
to a greater height than seventy feet as measured from the 

street- 0 — the Centre of the ad i acent portion of the nearest 

(i) in the case of a pitched roof, upto the beam or lines of inter- 

front° walV^ S * ° Pe ° f the roof with the out er face of the 

(ii) in the case of flat roof, upto the surface of the roof: 

Provided that— 

(a) in the case of a pitched roof, the roof above the maximum 

degrees 8 * 13 ^ nse * at an an S^ e of not more than forty-five 

(b) m the case of a flat roof, a parapet of not more than three feet 

in height may be constructed above the maximum height. 

(2) Th £ chimneys minars, towers, domes and similar structure may 

be erected of a height exceeding the maximum height herein- 

CommisfioneT ^ ^ permission in writing of the 

(3) If the building is set back from all its outer most faces at a 

height not exceeding 70 feet, such building may be erected 

th 1Se p ° r . reconstructed with the permission in writing of 

the Commissioner to a height of 102 feet but not so that any 
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portion of the building except a parapet wall not exceeding 4 
feet in height shall intersect any of the imaginary planes 
drawn in the direction of the portion set back at a height of 
70 feet from all its outer most faces at an angle of 6u^ 
degrees with the horizontal. 


Note: This bye-law shall be applicable only to those buildings, 
which are not otherwise governed by F.A.R., wherever speci¬ 
fied in the Master Plan. 


14. Amendment of bye-law 22.—For bye-law 22 of. the principal Bye¬ 
laws, the following bye-law shall be substituted, namely: 

22. Maximum height of buildings with refrence to width of 
streets .—Subject to the provisions of bye-laws 19 and 31, the 
maximum height of any building abutting on to any street 

shall be regulated by the width of such street as follows: — 

** 



(i) when the width of the street is less than 10 ft. the maximum 

height shall be 15 feet; 

(ii) when the width of the street is 10 ft. or more but less than 

25 feet the maximum height shall be 33 ft. 

Provided that a building with not more than two storeys with a 
barsati on top shall be allowed within the height of 33 ft; 
(iiii when the width of the street is 25 feet or more but less 
than 40 feet the maximum height shall be 40 feet; 

(iv) when the width of the street is 40 feet or more, the maximum 

height shall be the width of the street; 

(v) where the building abuts more than one street, its maximum 

height shall be regulated by the width of such street so far 
as it abuts upon such wider street and also, to a distance of 
eighty feet from such wider street so far as it abuts upon 
the narrower of such streets. 


Provided that: — 

(a) if the face of the building is set back from the street for any 
distance not exceeding the height, specified above as appli¬ 
cable to the case such building may be erected or raised to 
a height greater than that so specified, but not so that, 
any portion of the building shall intersect any of a series 
of imaginary straight lines drawn from the set-back line 
in the direction of the portion set back, at an angle of forty- 
five flegrees with the horizontal; 


(b) if a building is to be erected upon a corner plot, its height shall 

be regulated by the width of the two adjoining streets upto 
a point not more than 80 feet from the wider street; 

(c) the height of mamties, parapet walls, lift rooms, water 

storage tanks and cooling towers shall not be taken into 
account when calculating the maximum height of the 
building hereinbefore prescribed; 

(d) the height of building on kucha mahaz (dead end of street) 

shall be regulated by the width of the street. 

Note: This bye-law shall be applicable only to those buildings 
which are not otherwise governed by floor area ratios 
wherever specified. 
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23 - M p= %tl %JssSSLStrd& a ?^ al t Si 

boundary or compound walls shall be as fXws - 
front P r«t Wa11 4 ft 6 toCheS above the of the 

ReaI ' “^fce e roT?o Und Wa V ft above ,he cmtre U« of the 
the b cen,re\ne incasShe i11 

In “Mil™ =eM a mt‘h'tt^r& r?; 1 

laws 6 ' ^“loTfnglyXw' Bye ' 

25. Possible “J^d orea (1) Notwithstanding anything con- 
allowed to 5 erected in bu,ldl "8 s ba]l be erected or 
or any zonal dSSo^St plan' aVen * IOn ° f ll!a Masl « 

<2> ™L'°one"'!lf PrOVlSi0nS ^ a PP’y *0 buildings in different 
I. Residential Zone: 

f\ R ® Sldential buildin § s other than group housing: 

(a) Minimum size of the plot: 

The minimum area of a plot shall 1 , 01^00 j 
O^^ration 1 ’of^Deflfl 0 wmre 6 withi^ ttm^^ 0 ^ 

Master Plan: g 1981 urbanizab le limits of the 

Provided tha^ m the case^o^ houses under the Low Income 
size of a plot may^be 80^sq!^yds. S'* 6 ™ 8 lhe “ lnim " m 
(b) (i) Coverage on each floor: 


Size of the plot 

(i) Upto 300 sq. yds. 

(ii) Above 300 S q. yds. and not 
exceeding 600 sq. yds. 

(m) Above 600 sq. yds. and not 
exceeding 1200 sq. yds. 
(iv) Above 1200 sq. yds. 


Coverage on each floor 

60% of the area of the plot 
50% 

40% 

33 i/3% 
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Provided that in the areas which, prior to the establishing of 
the Municipal Corporation of Delhi, were within the local 
limits of the Delhi Municipal Committee and the Shahdara 
Municipal Committee, or are in the colonies which were 
developed by the Ministry of Rehabilitation or by any other 
governmental or municipal authority or were sanctioned 
by any competent authority before 1st September, !962, or 
are in villages falling within 1981 urbanizable limits of the 
Master Plan, the maximum permissible coverage of a plot 
of the size mentioned in column 1 below shall be as shown 
in column 2 below: — 

I 2 

Size of the plot Coverage on each floor 

(i) Not exceeding ioo sq. yds. 75% of the area of the plot. 

(ii) Above 100 sq. yds. and not 66 2/3% „ 

exceeding 200 sq. yds. 

Provided further that in case of a plot exceeding 200 sq. yds. on 
which a building is erected on stilts the maximum coverage 
on floors other than ground floor may be permitted to be 
increased by 10 per cent of above maximum permissible 
coverage provided that the enclosed area on the ground 
floor does not exceed 25 per cent of such coverage on the 
first floor of such buildings. 

Provided further that in the colonies which were developed by 
the Ministry of Rehabilitation or by any other governmental 
or municipal authority, or were sanctioned by any compe¬ 
tent authority before 1st September, 1962, the existing 
coverage on any floor shall not be reduced in case of houses 
already built up: 

Provided further that a canopy or canopies each not exceeding 
15 ft. in length and 8 ft. in width in the form of a cantilever 
over the main entrance or entrances shall not be considered 
as covered area: 

Provided further that a balcony or balconies at roof level with¬ 
out a ‘jhamp’ hanging below from the upper balcony of a 
width of 3 ft. overhanging front set-back within one's own 
land shall not be considered as covered area: 

Provided also that a pergola, if it is purely constructed for archi¬ 
tectural feature, and does not exceed 6 ft. in width and 
36 sq. ft. in area shall not be considered as covered area. 

Explanation .—The maximumi permissible coverage shall in no 
case be less than maximum permissible coverage for the 
largest size plot in the lower category. For example, the 
maximum area to be covered in a plot of 1,230 sq. yds. will 
be 40 per cent of 1,200 sq. yds. i.e. 480 sq. yds. and not l/3rd 
of 1,230 sq. yds., which is only 410 sq. yds. 

(ii) Coverage on barsati floor: 

Where a barsati is allowed under sub-clause (c) below, the total 
area to be covered by the barsati excluding the staircase 
shall not exceed 25 per cent of the maximum permissible 
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covered area on the ground "floor or 500 sq. ft., whichever 
is less. A covered toilet may be allowed on the barsati 
floor provided the total coverage herein prescribed is not 
exceeded. 


(c) Storeys: 

(i) Except as provided in sub-clause (ii) below, not more than 

two storeys and a barsati on the top shall be allowed: 

Provided that in the case of a plot exceeding 200 sq. yds. on which 
a building on stilts is to be erected, not more than three 
storeys, inclusive of the ground floor where the enclosed 
area shall be regulated according to second proviso to the 
sub-clause (b) above, may be allowed. 

(ii) On a plot of 300 sq. yds. and above which fronts on a street 

of a width of 80 ft. or more, three storeys with barsati on 
the top floor may be allowed except in the areas which, prior 
to the establishment of the Municipal Corporation of Delhi, 
were within the local limits of the Delhi Municipal Com¬ 
mittee and the Shahdara Municipal Committee, or are in the 
colonies which were developed by the Ministry of Rehabi¬ 
litation or by any other governmental or municipal autho¬ 
rity or were sanctioned by any competent authority before 
1st September, 1962, or are in the villages falling within 
1981 urbanizable limits of the Master Plan. 


(d) Frontage: 


Each plot shall have a minimum frontage of 18 ft. on any street: 

Provided that this shall not apply to plots in the areas which, 
prior to the establishment of the Municipal Corporation of 
Delhi, were within the local limits of the Delhi Municipal 
Committee and the Shahdara Municipal Committee, or are 
in the colonies which were developed by the Ministry of 
Rehabilitation or by any other governmental or municipal 
authority, or were sanctioned by any competent authority 
before 1st September, 1962, or are in the villages falling 
within 1981 urbanizable limits of the Master Plan. 

(e) Set-back: 

Every building shall be set back as provided below: — 

(i) Front set-back: 

If the depth of the plot is as snown in column 1 below the mini¬ 
mum front set-back of the building from the boundary of 
the plot shall be as shown in column 2 below: — 


I 

Depth of the plot 
Upto 6o feet 

Above 6o feet and not exceeding 90 feet. 
Above 90 feet and not exceeding 120 feet. 
Above 120 feet and not exceeding 150 feet. 
Above 150 feet and not exceeding 200 feet. 
Above 200 feet. 


2 

Minimum set-back from the boundary of the- 
plot 

10 feet. 

15 feet. 

20 feet. 

25 feet. 

30 feet. 

40 feet. 
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(ii) Rear set-back: 

Except with the permission of the Commissioner, every build ng 
shall have a rear set-back of an average width of 10 feet, 
but at no place of a width of less than 5 feet from the 
boundary of the plot and in the case of back to back sixes 
the minimum width of such rear set-back shall be 10 feet 
at all points and such set-backs shall further comply with 
restrictions relating to light and air planes. 

In the case of plots with depths less than 60 ft. rear set-back 
shall not be insisted upon. 

(iii) Side set-back: 

On a plot on which a semi-detached building is allowed to be 
erected such building shall have a side set-back from the 
boundary of the plot of at least 10 feet width on one side 
on a plot on which a detached building is allowed to be 
erected and shall have such set-backs on both sides. 

In the case of row housing, buildings on corner plots shall also 
be set back by such distance from the side streets, as the 
Commissioner may think suitable according to the needs <■ 
of traffic: 

Provided that this shall not apply to plots in the areas which, 
prior to the establishment of the Municipal Corporation of 
Delhi, were within the local limits of the Delhi Municipal 
Committee and the Shahdara Municipal Committee, or are 
in the colonies which were developed by the Ministry of 
Rehabilitation or by any other governmental or municipal 
authority, or were sanctioned by any competent authority 
before 1st September, 1962, or are in the villages falling 
within 1981 urbanizable limits of the Master Plan. 

B. Group Housing: 

(a) Minimum size of the plot: 

The minimum size of a plot shall be as provided in the Master 
Plan. 

(b) Coverage and Floor Area Ratio: 

(i) The maximum permissible coverage and the maximum 
F.A.R. in different areas having a gross residential density 
as shown in column 1 below shall, respectively, be as shown 
in columns*2 and 3 below: — 


i 

Gross residential density 
(persons per acre) 

25> 50 or 6o 
75 

ioo or 125 
150 

200 or 250 


2 3 

Coverage on each floor Maximum F.A.R. 

25% of the area of the plot. 75 

30% 33 33 125 

33i% » » 150 

35% 33 *5° 

35% 33 33 175 




—t—: 
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(ii) Where a barsati is allowed, the total area to be covered by 
^ the barsati excluding the staircase shall not exceed 25 per 
cent of the maximum permissible covered area on the 
ground floor or 500 square feet, whichever is less. A cover¬ 
ed toilet may be allowed on the barsati floor provided the 
total coverage herein prescribed is not exceeded. For the 
purpose of F.A.R. the coverage on barsati floor shall not 
be taken into account. 

Explanations — 

(1) The coverages shall be calculated on the basis of the whole 
area after deducting: 

(1) the areas of streets of a width of 60 feet or more (other than 

residential streets, loop-streets, cul-de-sac and service lanes) 
which are around and within the area; 

(ii) the areas reserved for schools and other community centres 

within the area; and 

(iii) the areas for neighbourhood parks (other than local open 

spaces, playgrounds and tot-lots) within the area. 

(2) When group housing covers an entire neighbourhood the 

entire area of such neighbourhood shall be treated as one 
plot for the purpose of the coverage and F.A.R. exception. 
The provisions contained in sub-clauses (a), (b) and (c) 
above shall not apply to low cost group housing undertaken 
by the Government, any local authority or any other public 
body approved by the Government. 

II. Agricultural Green Belt Zone and Rural Zone: 

(1) No residential building except as hereinafter provided shall 

be erected in the Agricultural Green Belt and Rural use 
zone. 

(2) A residential building may be allowed to be erected subject 

to the following conditions: — 

(a) Minimum size of the farm plot: 

The minimum size of a farm plot shall be one acre. 

(b) Coverage: 

The maximum permissible coverage on a farm plot of the size 
mentioned in column 1 below shall be as in column 2 
below:— ! 

1 2 

Size of the farm plot Maximum permissible coverage 

1 to 3 acres. 500 sq. ft. 

Above 3 acres. 1500 sq. ft. 

(c) Storey: 

Not more than one storey which shall not exceed 20 feet in height 
shall be allowed. 

















ii8 


DELHI GAZETTE EXTRAORDINARY 


[PARr TV 


(d) Set-backs: [ ^ 

(i) The building shall be set back by a minimum of 50 f§et from 

every boundary line of the plot. 

(ii) The building shall also be set back from the line shown in 

column 1 below by a minimum distance as shown in column 
2 below: — 

I 2 

Boundary lire of a National highway 2 Furlongs 

Central line of an urban road 200 feet 

Central line of a village road roo feet 

Provided that in the case of special farms (for example, horse- 
breeding) covering a large area, Government may allow 
a larger coverage as may be considered necessary for farm 
houses to be built on these farms. 

III. Government Office Zone: 

(a) Coverage: 

(i) The maximum permissible coverage on the ground floor 

other floors shall be 20 per cent of the area of the plot ^ 
which 5 per cent on the ground floor shall be reserved for 
parking. 

(ii) An extra coverage on the ground floor for parking upto a 

maximum of 5 per cent of the area of the plot may be 
allowed. 

(iii) A semi-basement not exceeding the maximum permissible 

coverage on ground floor according to sub-clause (i) above 
to be used only for parking, servicing and storage, may be 
allowed: 

Provided that at least 50 per cent of the plot area not covered 
by construction shall be properly landscaped and the rest 
may be used for roads and open parking. 

(b) F.A.R.: 

The F.A.R. shall not exceed 150: 

Provided that the area of the extra coverage for parking shall not 
be taken into account for the purposes of calculation of the 
F.A.R. 

i 

IV. Commercial and Retail Zones: 

A. Minto Road and Ran jit Singh Road Area. 

(a) Coverage: 

The maximum permissible coverage shall be as under: — 

Ground floor and first floor 50% of the area of the plot. 

Second and higher floors 35 % of the area of the plot. 

Provided that an extra coverage on the ground floor upto a maxi¬ 
mum of 5 per cent of the area of the plot for parking may 
be allowed, and a • semi-basement not exceeding the maxi¬ 
mum permissible coverage on ground floor according to 
sub-clause (1) above to be used only for parking, servicing 
and storage may be allowed: 
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(b) F.A.R.: 

The F.A.R. shall not exceed 400: 

Provided that the semi-basement shall not be taken into account 
for the purposes of calculation of the F.A.R. 

(c) Storeys: 

ThC ^sU f s S?X ses^l^nt^ ot bye-law' 31 gating 
to air and light planes: 

(d) Set-backs: 

Every building shall be set back as provided below:- 

%££ £5&? 2T» Sh!* 

by° X a minimum distance of 50 feet from the boundary line 
of such street. 

(ii) Rear and side set-backs: 

EVery distance*of^lo^ feet^and^ 8 feet"respectively, 8 from SSbS 
dary line of the plot. 

b "-ss mz tzs s’ffiff — s 

areas by the appropriate authority from time to time. 

“SVbyX™"!? 2S\£ ?^enfo f X 

F.A.R. as provided in sub-clause (b) below. 

(b) F.A.R.: 

Thp EAR shall not exceed in the case of buildings having t e 
stoeys jne "Sned in column 1 below by the figure men- 
tioned in column 2 below:—_ 


Two storeys 

Three storeys 

Four storeys 

More than four storeys 


150 

200 

250 

300 


(c) Storeys: 

The number of storeys shall be subject to the l»>vl 5 mg of Jye- 
law 22 relating to the maximum height, 01 bye law oip; 
and (2) relating to air and light planes and the provision 
that the F.A.R. does not exceed 300. 































120 


DELHI GAZETTE EXTRAORDINARY 


[Part IV 


V. Other General Business and Commercial Zones: 

A. District Centres and Sub-Central Business Districts in Shah- 
dara and Karol Bagh. 

(a) Coverage: 

The maximum permissible coverage on each floor in buildings 
to be used for the purpose of commerce, retail shopping and 
service industries shall in centres and districts of the 
size mentioned in column 1 below be as shown in column 2 
below: — 


I 

2 


Size of the Centre or District 

Maximum permissible 
rage 

cove" 

Upio 25 acres 

30% of the area of the 
tre or District 

Cen- 

More than 25 acres 

25% of the area of the 
tre or District 

Cen- 


If any covered parking is provided, the coverage including such 
covered parking shall not exceed as provided in this sub- * 
clause. 


A semi-basement not exceeding the maximum permissible 
coverage on ground floor to be used for parking, servicing 
and storage may also be allowed. 

(b) F.A.R. 

The F.A.R. shall not exceed 150. 

Provided that the semi-basement shall not be taken into account 
for the purpose of- the calculation of the F.A.R. 

B. Community Centres and Retail Centres. 

(a) Coverage: 

The maximum permissible coverage on each floor shall not 
exceed 35% of the centre. 

(b) F.A.R. 

The F.A.R. shall not exceed 100. 

C. Neighbourhood Shopping Centres. 

(a) Coverage: 

The maximum permissible coverage on each floor shall not exceed 
40% of the area of the centre. 

(b) F.A.R: 

The F.A.R. shall not exceed 100. 

Explanation .—The coverage as provided in sub-clauses A, B and C 
above is irrespective of the size of the plot and is with 
respect to the whole area of the Centre or District and the 
coverage on each plot shall be as may be determined by 
the Commissioner keeping in view the maximum permissi- 
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coverage for the Centre or District. The set-backs in these 
cases shall be as prescribed by the Commissioner by a 
general or special order. 

VI. Wholesale Business Use Zone: 

(a) Coverage : 

The maximum permissible coverage on each floor shall not exceed 
50% of the area of the plot: 

Provided that a semi-basement not exceeding the maximum per¬ 
missible coverage on ground floor to be used only for park¬ 
ing, servicing and storage may be allowed. 

(b) F.A.R.: 

The F.xA.R. shall not exceed 150: 

Provided that the semi-basement shall not be taken account 
for the purpose of the calculation of the F.A.R. 

(c) Set-backs: 

Every building shall be set back on each side as mentioned m 
column 1 below by a minimum of the distance shown m 
column 2 below:— 


Minimum set-back from the 
boundary of the plot. 


Front 

25 feet. 

Rear 

15 feet. 

Sides 

15 feet. 


i 

Side 


VII. Warehousing, Storage and Depots Use Zone: 

i 

(a) Coverage: 

The maximum permissible coverage on each floor shall not 
exceed 60% of the area of the plot. 

Provided that a basement not exceeding the maximum permis¬ 
sible coverage on the ground floor to be used only for park¬ 
ing, servicing and storage may be allowed. 

(b) F.A.R.: 

The F.A.R. shall not exceed 150. 

Provided that the basement shall not be taken into account for 
the purposes of the calculation of F.A.R. 

(c) Set-backs: 

Every building shall be set back as provided below :— 

(i) Front set-back: 
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If the area of the plot is as mentioned in column 1 below thl 
building shall be set back by a minimum of th e dSSncI 
shown in column 2 below:— distance 


Area of the plot 


Below 1/4 acre 
i /4 to i acre. 
Above i acre. 


Minimum set-back from the 
boundary of the plot. 


15 feet. 
25 feet. 
50 feet. 


(ii) Rear set-back: 

If ‘’“building shalfbe m t en h tiOTe <i in column 1 below the 

shown ?n column 2 be!ow:5 * mm,mUm ° f * he diS,ance 


Area of the plot. 


Below i acre. 
Above i acr e . 


Minimum set-back from the 
boundary of the plot. 


15 feet. 
25 feet. 


(iii) Side set-backs: 

Every building on a plot of more than 1/4 acre shall , 

minimum set-back of 15 feet on both sides h Ve 

(d) N °^ lthsta nding anything contained in sub-clauses fa) fb) 

coverage, 3 R/LR t ^and°qet^h SSi k ner T? SI 

in^or 0 storage 6 of SS3r ^' thSwar^hou^ 

inflammable 5 material ’ ^ mber ’ buildin g material and 

VIII. Flatted Factory Zone: 

(a) Minimum size of the plot: 

The minimum size of a plot shall be one acre 

(b) Coverage: 

The m ^e U ?r«i%r era - ge ” aha » *e 40 % 

(c) Storeys: 

The minimum and the mnimim, u 

the basement, shall respectively bel ancffr ^ ° ther tha ° 

floor to Ve usldjnly fo^se^vtoingLd 16 ! COVerage on ground 

(d) F.^^ SUCh b3SemLt 
The maximum F.A.R. shall be 150: 

the Purposed oTScularionSf^heVA^R 11 ^ account for 
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v . (e) Set-backs: 

The building shall be set-back on each side as shown m column 1 
below by a minimum distance as shown in column 2 below. 


I 

2 

Side 

Minimum set-back from the 

boundary of the plot. 

Front 

50 feet. 

Rear 

5 o feet. 

Sides 

20 feet on each side. 

Industrial-cum-Work Centre Zone: 

(a) Minimum size 

of the plot: 

The minimum size 

of the plot shall be 2 acres. 


(b) Coverage: 

The maximum permissible coverage on each floor shall be 33 i% 
of the size of the plot. 

(c) Storeys: 

The minimum and the maximum number of storeys shall res¬ 
pectively be 2 and 10. 

Provided that a basement not exceeding the coverage on ground 
floor to be used only for servicing and storage may be allow¬ 
ed and such basement shall not be counted as a storey. 

(d) F.A.R.: 

The F.A.R. shall not exceed 120. 

Provided that the basement shall not be taken into account for 
the purposes of calculation of the F.A.R. 

(e) Set-backs: 

The building shall be set-back on each side as shown in column 
L below by a minimum distance as shown in column 
2 below:— 

1 2 

Side 

Front 
Rear 
Sides 


Minimum set-back from the 
boundary of the plot. 

50 feet. 

50 feet. 

20 feet on each side. 


X. Special Industry Zone: 

(a) Minimum size of the plot: 

The minimum size of the plot shall be 2 acres. 

(b) Coverage: 

The maximum permissible coverage on each floor shall be 15% 
of the area of the plot. 
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(c) Height: <■* 

The height of the building shall not exceed 60 feet. 

(d) F.A.R.: 


The F.A.R. shall not exceed 25. 

Provided that a basement not exceeding the maximum permis¬ 
sible coverage on ground floor to be used only for servicing 
and storage may be allowed and the basement shall not be 
taken into account for the calculation of the height of the 
building and the F.A.R. 


(e) Set-backs: 

The building shall be set-back on each side as shown incolumnj 
below by a minimum distance as shown m column 2 below. 


I 

2 

Side 

Minimum set-back from the 
boundary of the plot. 

Front 

ioo feet. 

Rear 

50 feet. 

Sides 

20 feet on each side. 


XI. Light Industry and Service Industry Zones: 

(a) Size of the plot: 

The minimum and the maximum size of the plot shall respectively 
be 400 sq. yds. and 2 acres. 

Provided that in cases of industries requiring larger space, the 
maximum size of the plot may be more than 2 acres, 
more than 7 acres as may be allowed by the Commissioner. 


(b) Coverage and F.A.R.: 


The maximum permissible coverage and the maximum F.A.R. on 
the plots ofi the sizes mentioned in column 1 below shall 
respectively be as shown in columns 2 and 3 below: 


I 

2 

3 

Size of the plot 

Coverage on each floor 

F.A.R. 

Upto i acre 

50% of the area of the plot. 

60 

Above i acre upto 3 acres. 

45% of the area of the plot. 

60 

Above 3 acres upto 7 acres 

40% of the area of the plot. 

50 


Provided that a basement not exceeding the maximum permissible 
coverage on ground floor to be used only for parking, servic¬ 
ing and storage may be allowed and the basement shall not 
be taken into account for the calculation of the F.A.R. 
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(c) Set-backs: 

(i) Front set-back: 


The building in a plot of the area shown in column 1 shall have a 
minimum front set-back as shown in column 2 below:_ 


I 

Area of the plot 

Below 1/4 acre 
1/4 acre to i acre 
Above 1 acre 


2 

Minimum set-back from the 
boundary of the plot 
15 feet 
20 feet 
5o feet. 


(ii) Rear set-backs: 


The building in a plot of the area shown in column 1 shall have a 
minimum rear set-back as shown in column 2 below:_ 

i 

Area of the plot 
Up to i acre 
Above i acre 

(iii) Side set-backs: 


Minimum set-back 
15 feet 
5o feet. 


The building in a plot of the area shown in column 
minimum side set-back as shown in column 2 


1 shall have 
below: — 


1 


2 


Area of the plot 
Below 1/4 acre 
1/4 acre to 1 acre 

Above 1 acre 


Minimum set-backs 
Optional 

15 feet on one side and 10 feet 
on the other side. 

20 feet on each side. 


Provided that these provisions regarding set-backs shall not apply 
to plots in Industrial layouts where set-backs have already 
been approved or prescribed by the Commissioner or by 
any other competent authority before 1st September, 1962. 

XII. Extensive Industries Zone: 


(a) Size of the plot: 

The minimum size of the plot shall be 1/4 acre. 

(b) Coverage and F.A.Rrf 


The maximum permissible coverage and the maximum F A R on 
plot of the area mentioned in column 1 below shall respec¬ 
tively be as shown in columns 2 and 3 below:— P 


Area of the plot 
i/4 acre to i acre 
Above i acre up to 3 acr e s. 
Above 3 acres upto 7 acres. 
Above 7 acres. 


Coverage on each floor 
50 % of the area of ths plot 
45 % of the area of the plot 
40% of the area of the plot 
3o% of the area of the plot 


3 

F.A.R. 

50 

45 

4 o 

30 
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Provided that a basement not exceeding the maximum permissi¬ 
ble coverage on the ground floor to be used only for-so vic¬ 
ing and storage may be allowed and the basement shall not 
be taken into account for the calculation of the F.A.R. 

(c) Set-backs: 

(i) Front set-back: 

The building in a plot of the area shown in column 1 shall have 
a minimum front set-back as shown in column 2 below:— 


I 2 

Area of the plot Minimum set-back from the boundary 

of the plot. 

Upto i acre 20 feet. 

Above 1 acre 5o feet. 

(ii) Rear set-back: 

The building in a plot of the area shown in column 1 shall have 
a minimum rear set-back as shown in column 2 below: — 


1 2 

Area of the plot Minimum set-back from the boundary of 

the plot. 

Upto 1 acre *5 feet. 

Above 1 acre 5 ® feet on each side. 

(iii) Side set-backs: 

The building in a plot of the area shown in column 1 shall have 
minimum side set-backs as shown in column 2 below:— 


1 

Area of the plot 
Upto 1 acre 
Above 1 acre 


2 

Minimum set-backs from the boundary of 
the plot. 

15 feet on one side and 10 feet on the other 
side. 

20 feet on each side. 


Provided that these provisions regarding set-backs shall not apply 
to plots in Industrial layouts where set-backs have already 
been approved or prescribed by the Commissioner or by 
any other competent authority before 1st September, 1962. 


XIII. Institutional Uses: 


(a) Coverage: 

The maximum permissible coverage (including covered parking) 
on a plot of the size mentioned in column 1 below shall be 
as shown in column 2 below:— 

1 2 


Size of the plot 
Upto 2 acres 
Above 2 acres 


Coverage. 

33i% of the area of the plot. 
25% —do— 
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v,-/ Provided that in the pase of recognized schools, health centres, 
police stations and fire stations in the areas which, prior to 
the establishment of the Municipal Corporation of Delhi, 
were within the local limits of the Delhi Municipal Com¬ 
mittee and the Shahdara Municipal Committee, or are in the 
villages falling within 1981 urbanizable limits of the Master 
Plan, the Commissioner may permit relaxation for reasons 
to be recorded in every such case. 


(b) F.A.R.: 

The maximum F.A.R. shall be as determined by the Commissioner, 
on the merits of each individual case, considering the loca¬ 
tion and the nature of the use. 


(c) Set-backs: 

Every institutional building shall have a minimum set-back of 15 
feet from any street. For plots with depths exceeding 90 
set-back shall be provided as prescribed by 
the Commissioner. 


Note. This su b-clause shall not apply to institutional buildings 
within the areas which, prior to the establishment of the 
Municipal Corporation of Delhi, were within the local limits 
of the Delhi Municipal Committee and the Shahdara Munici¬ 
pal Committee, or are in the villages falling within 1981 
urbanizable limits of the Master Plan. 


17 

laws, 


Amendment: of bye-law 26— For bye-law 26 of the pricipal Bye- 
the following bye-law shall be substituted, namely:— 


26. Open Spaces in Commercial and Public Buildings .—No commer¬ 
cial or public building or group of such buildings in any bazar, 
market or commercial area shall have a ground floor covered 
area of more than 80 percent of the area of the plot 
and sufficient provision for parking, loading and unloading of 
vehicles shall, when so required by the Commissioner, be 
provided on the same site as the building; provided that where 
e plot area does not exceed 50 sq. yds. the covered area may 
not be more than 90% of the area of the plot. 

N °"Tf?yelwT5(t1!v% aPPliCabIe ° nly *° bUild ‘ ngS C0TCred 


1 , 18 - Amendment of byelaw 27.-For bye-law 27 of the principal Bye- 
laws, the following bye-law shall be substituted, namely:— P y 


27. Open spaces in Commercial-cam-residential buildings—A build¬ 
ing, the ground floor of which is used entirely for commercial 
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purposes, such as a shop, warehouse, hotel or office shall be 
governed by the definitions and standards contained in 'Bye¬ 
law 26; provided that the area of any of the upper floors used 
for residential purposes shall not exceed the area prescribed 
in bye-law 25. 

Provided further that in the localities where uniform front elevation 
design makes it obligatory to construct a verandah the area 
covered by such verandahs shall be included for purpose of 
calculating the percentage covered area on any floor under 
this bye-law. 

Note. This bye-law shall be applicable only to buildings covered bv 
bye-law No. 25(2) (IV)B. 


19. Amendment of bye-law 29. —For bye-law 29 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely:— 

29. Weather shades over doors , windows and ventilators abutting on 
public land. —Weather shades shall be permissible above a 
height of 8 ft. 6 inches upto a maximum width of one foot, if 
the road on which they project is not less than 15 ft. in width, 
upto a maximum of 1 ft. 6 inches, if such road is more than 
15 ft. but less than 30 ft. in width and upto a maximum of 
2 feet if such road is 30 ft. or more in width. The construc¬ 
tion of weather shades upto a maximum width of 2 ft. 6 inches 
on one’s own land shall be permissible and this shall not be 
considered as covered area. 


20. Amendment of bye-law 30. —For bye-law 30 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely:—~ 


30. Minimum area of interior courtyard .—The minimum superficial 
area of every interior courtyard of: a residential building 
upon which habitable rooms abut shall be one-fourth of the 
aggregate floor area of the rooms and verandahs on the ground 
floor abutting on the courtyard: 

Provided that in determining the said aggregate floor area:— 

(i) only one half of the floor area of such rooms and verandahs 

as abut on another courtyard or on open space or road not 
less than 10 feet in width shall be taken into account; 

(ii) any room which is separated only by an open verandah 

from the courtyard shall, for the purposes of this bye-law, 
be deemed to abut on such courtyard; and 

(iii) the minimum width of every such courtyard in any direction 

shall be 10 feet but in the case of irregular and triangular 
shaped courtyard the minimum of 10 feet clear width shall 
be determined at right angles from the centre of doors 
and windows of the habitable rooms (including baths. 
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^^ive^throug^theTnterior 31516 r f ° 0m J s ventilated or lit exclu- 
yard shall not be less than JTfee the Wldth ° f the court ' 




31. Provision for ventilation and liaht 

building shall provide adequate"Person erecting a 
air on its front and rear s?des and sbal? f acc ^ s for external 

ZT d f ^ or human habitation or MMbKf If • €V8ry r °° m 
with adequate means of access for ,°f. ^ ein S so used 

the satisfaction of the Commit- e * terna l light and air to 
following standards:— Commissloner m accordance with the 


front and rear^desTith t means a of q a U C ateIy f PrOVided 0n its 
if the whole space verticals C ?, es . s f° r external air, 

a.r planes is and r*i 

rnnm i , 



—j cm space. 

(n) A room shall be deemoH +„ u 

access for external light for x, adequate ly Provided with 
ion if the whole space vertiSllvah^ 36 °? habita- 

1,Sht Pla “ s « » P^an^nTSpefaTspUr 0 ” e °' itS 

—Pianos n\ a 1 . 


__ - - —** 

0 e Torie“r p/oi 0£ * his bye - la " ahaU not apply to the rear of 


be 2 £w e !f t,0n 0f b y e law 33.—Bye-law T? r +u 

be deleted y aw 33 of ^e principal Bye-laws shall 


laws, the followfng 0 b y e-law^h 3 a 4 li b^subsWut^d^nfmely: ^ indpal Bye ' 


34. Opening space to be open to skv—tu 

whether exterior or interior nroviniw - Every °P e n space, 
bye-law or under an agreement shall h ° pu ^ s “ an . ce ofl any 
from any erection therlonTnd odV^ to tbo^v ** kept ’ free 
I V c fj ro °f or weather shade more than n ° COr * 

shall overhang or project over thp c ;,? 2 feet 6 mches wide 
reduce the width to^ less Xn thf °^ R ^ ace 30 as to 
these bye-laws. Everv onen o™ tke mmimum provided by 
under these bye-laws shall ha? 6 ° r < :? l 15 1 tyard provided 
access. No open drain except for'ra1n SUlta * ble u nd sufficien t 
trusted in any open ^3SS&*g '£*£$£ <— 


6 inches alivif the SJ lewl'of'Sw'SJiS 1 * 11 !f raised at least 
of satisfactory drainage into snr»h * r ^ ac *’ so as to admit 

shall heVp, 
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24. Amendment of bye-law 35. —For bye-law 35 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely: 

35. Regular line of streets— No portion of any building shall pro¬ 

ject beyond the regular line of any street. 

25. Amendment of bye-law 36. —For bye-law 36 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely:— 

36. Height of the plinth—The plinth of any masonry building shall 

not be less than 1 ft. 6 inches above the centre or crest of 
the nearest road or proposed road for habitable rooms, not less 
than 1 foot in case of other rooms and not less than 6 inches 
in case of stables, garages, godowns and warehouses. 

26. Amendment of bye-law 39. —For bye-law 39 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely: 

39. Doors. —No door of any habitable room shall be less than 2 feet 
8 inches in width and 6 feet 6 inches in height. 

27. Amendment of bye-law 41.— For bye-law 41 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely: 

41. Height of walls. —The measurement of height and length of 

walls be determined as follows:— 

(a) the height of a wall shall be measured from the top of the 

plinth to the highest part of the wall, or in the case of a 
gable to half the height of the gable; 

(b) walls shall be deemed to be divided into distinct lengths by 

return walls, the length of a wall shall be measured from 
the centre of one return wall to the centre of another pro¬ 
vided that the return walls are external walls, party walls 
or cross walls of the thickness prescribed by these bye¬ 
laws and are bounded; and 

(c) a wall shall not, for the purpose of this bye-law, be deemed 

a cross wall unless it is carried upto the top of the topmost 
storey and unless in each storey the aggregated extent of 
the vertical faces or elevations of it all the recresses and 
that of all the opening therein taken together shall not 
exceed one half of the whole extent of the vertical face or 
elevation of the wall in such storey. 

28. Amendment of bye-law 42.— For bye-law 42 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely:— 

42. Thickness for walls of residential and commercial masonry 

walled buildings.— Every person who undertakes construc¬ 
tion work on a residential or commercial masonry walled 
building, shall construct every external wall, every wall 
abutting on an interior open space, and every party wall 
included in such work in accordance with the thickness given 
in the following table which measurements shall apply to 
masonry walls built of bricks or concrete blocks built in 
lime and sand mortar (1 :3) or cement and sand mortar 
( 1 : 6 ):- 
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Provided that notwithstanding anything contained in the above 
table, every external wall, every wall abutting on an interior 
open space and every party wall of any storey which measur¬ 
ed from the level of the floor of that storey to the level of 
the storey next above it, if any, exceeds eleven feet in height, 
shall not be less than thirteen and a half inches in thickness. 

29. Amendment of bye-law 43.—For bye-law 43 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely:— 

43. Thickness of Walls .—Every person who undertakes construc¬ 
tion work on a masonry walled public building or on a 
masonry walled building intended to be used as warehouse 
shall construct every external wall or every party wall 
included in such work in accordance with the thickness given 
in the following table and in every case the thickness pres¬ 
cribed shall be the minimum thickness of which any such 
wall may be constructed and these measurements, shall apply 
only to walls built of brick masonry, built in lime and sand 
mortar (1 : 3) or cement and sand mortar (1 : 6):— 
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—hve law 44-For bye-law 44 of the principle -ye- 

Mssu-yss - 

44 Thickness when cement wortar “ AAS 42 d 43 ever y such 
thickness of wall prescribed m bye laws 4Z than th 

wall may be “^^ ^ l^ such wall is built with cement 
thickness prescribed, if y par t 0 f cement and not 

mortar containing not le6S * an h P sand or other like and 
more than four parts of ^ean sharp sane‘ ^missioner but 

suitable material to bethan 9 inches thick for 
in no case any such wall shall be less ina ^ ^ inches 

residential building or cornmer int | n ded to be used 

thick for public Gildings or bmldm^mt ^ non _ 

inches thickness shall be allowed. 

„ , . Vnr hve-law 54 of the principal Bye- 

tyeSwlhali be substituted, namely:- 

54 Ba "allowe t d _ by } the ^Cor^^s^oner 1 hT 

usespecified under the Master Plan. 

(b) The basement may be put to any 

(i) Storage of house-hold or other goods excepx 

materials; 

(ii) dark room; 

(\\{\ strong rooms, bank cellars etc., 

: £ cLllioning edulpment and ofter machn.es used for 

services and utilities of the building, 

(v) parking places and garages; 

(vi) Service canteens; 

(vii) Stack rooms of libraries; and ^ , g ^ conditio ned 

(vliil Offlce Sage* reckoned for purposes of 

far. 

(c) The basement shall not be used for residential purposes, 
ceiling. 

(ii) Adequate ventilation shall be providedIfa;“fw th ' 

standard of ventilation shall be the same as req ^ J mcy 

particular occupancy a ^°^ d £ te y mec hanical ventilation 

r^ro?^ 

etc. 

(iii) The minimum height ofI^^Thaif storage^Sl 'be 3 ft. 

SS™hall be 2 ft. above the average surrounding ground 

















Par r IV] 


DELHI GAZETTE EXTRAORDINARY 


135 


* - (iv) Adequate arrangements shall be made such that surface drain¬ 
age does not enter the basement. 

(3) The basement shall not be partitioned. If ventilation standards 

as laid down in sub-clause (ii) of clause 2 are met with, the 
partitioning of basement may be permitted. 

(4) Adequate protection against fire shall be provided. The roofs 

separating the basement and the floor above shall be con¬ 
structed of a material like R.C.C. or of such material which 
will provide resistence against fire for at least two hours. 

Where a basement is permitted in apartment houses (residential 
flats) and hotels, the owner shall display the basement plan 
at the entrance. Thimbles shall be provided in the roof of 
the basement and their positions clearly indicated on the plan. 
One fire extinguisher for every 1000 sq. ft. of basement area 
or part thereof shall be provided. 

(5) The walls and floors of the basement shall be water-tight and 

shall be so designed that the hydraulic pressure of the sub¬ 
soil water level is fully offset. 

(6) Necessary arrangements required to prevent condensation of 

moisture on walls shall be made. 

(7) No place in a basement shall be more than 80 ft. away from the 

exits. 

(8) Kitchen, bath and lavatory shall not be permitted in the base¬ 

ment unless the sewer levels permit the same and there is 
no chance of back-flow and flooding of sewage. When per¬ 
mitted, they shall be placed against the external walls of the 
basement (which shall also be the external walls of the 
building) and shall be adequately lighted and ventilated. 

(9) A kitchen, when permitted in the basement, shall be equipped 

with electric ovans, stoves, gas or similar equipment. 

(10) The access to the basement shall be from the inside of the 
premises. 

32. Amendment of bye-law 69.— For bye-law 69 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely: — 

69. Distance of staircases from second or hiqher storey .—No part of 

the second or any higher storey of any building shall be more 
than 100 ft. from any staircase leading to the ground floor. 

33. Amendment of bye-law 70— For bye-law 70 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely: — 

70. Dimensions for staircase , steps, corridor , passaqe , balcony or 

ramo .— (1) Subiect to the provisions of bve-law 71 in every 
residential building, no staircase shall be less than 3 feet in 
width and no step shall have a rise of more than 8 inches 
and a tread of less than 10 inches. In the case of a service or 
spiral staircase, the width shall not be less than 2 ft. 6 inches. 

Winders shall be allowed in residential buildings provided they are 
not at the head of a downward flight. 
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(2) No corridor or passage or balcony in any residential building 

shall be less than 3 ft. wide. 

(3) The number, width and the slope of ramps will be determined 

by the Commissioner in accordance with the use to which 
these are put. 

34. Amendment of bye-law 71. —For bye-law 71 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely:— 

71. Regulations for staircases for buildings other than public build¬ 

ings. — (1) Every person who erects a building intended to 
be used as a dwelling multiple or for carrying on any trade, 
or business in which a number of people exceeding twenty 
may be employed, shall provide in such building at least one 
staircase extending from ground floor level and of a minimum 
width of 4 feet throughout. 

Provided that where such staircase is to be used by more than 100 
persons, an additional width of 1 inch shall be provided for 
every additional 15 persons until a maximum width of 9 ft. 
be obtained. 

Provided further that in lieu of a single staircase of the width in 
this clause prescribed it shall be lawful to substitute two 
staircases. The width of each such staircase shall be 4 ft. 

(2) The staircase (or instead the substituted staircases) so provided, 

or where there are more than one, one at least of such stair¬ 
cases shall be entirely constructed of stone, cement concrete, 
iron or other fire resisting material. 

(3) The maximum rise for such staircase shall be 6 inches and 

minimum tread width shall be 12 inches. 

35. Amendment of bye-law 72. —For bye-law 72 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely:— 

72. Regulations for staircases, internal corridors and passage ways 

etc . in a public building. — (1) In a public building no stair¬ 
case, internal corridor or passage-way intended for the use 
of the public shall be less than 6 feet wide; provided that 
where not more than two hundred persons are to be accom¬ 
modated in any public building, any staircase, internal cor¬ 
ridor or passage-way intended for the use of the public may 
be of any width not less than 4 feet 6 inches. 

(2) In a public building every staircase, internal corridor or passage¬ 

way which v is intended for the use of the public and com¬ 
municates with any portion of the building intended for the 
accommodation of more than four hundred persons shall be 
wider than 6 feet by 6 inches for every hundred persons over 
four hundred, subject to a maximum width of 9 feet. 

(3) Notwithstanding anything contained in clauses (1) and (2), 

instead of a single staircase, corridor or passage-way of the 
width prescribed by clause (2) there may be two staircases, 
corridors or passage-ways each of a width of 4 feet 6 inches. 

36. Amendment of bye-law 73. — For bye-law 73 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely: — 























PART IV] 


DELHI GAZETTE EXTRAORDINARY 


137 





73 Specifications for the construction of staircases.— (1) Every per¬ 
son who undertakes obstruction work on a building sna-li 
construct every staircase included in such work in accordance 
with the following specifications unless the Commissioner 
has by order in writing approved any other form 01 con¬ 
struction:— 


(a) Where the staircase is of stone and is the sole staircase in 
the building, each end, shall be built into a supporting 
wall of masonry column and each step shall be cut from 
one stone and shall be at least 8 inches longer than the 
space between the wall or support at each end thereof and 
shall be built into such wall or support at least 4 inches 
at each end. 

<b) Where the staircase is of reinforced concrete two iron rods 
each of i inch diameter or an equivalent section of metal, 
of length equal to the full length of the step and extend¬ 
ing at least 4 inches into the wall or support, at each end, 
shall be embedded in each step. 


(c) Where the staircase is of iron, each step shall be calculated 
as a girder supported at both ends or as a cantilever as 
the case may be, having a factor of safety of 4 when loaded 
with a weight of 100 lbs. per lineal foot upon each step. 

<d) Where the staircase is of wood, the stringers shall be of 
not less than 1J inch in thickness, and of such breadth 
as will permit of 1 inch above the front edge of the tread 
and 1 inch below the bottom edge of the riser. 


(e) Where a wooden staircase exceeds 4 feet clear tread in 
width, a timber bearer shall be provided of at least 6"x2i" 
in section extending throughout each flight of stairs in one 
piece; where the tread exceeds 8 ft. in clear width two 
bearers of the section given above shall be provided. 


(2) The provisions contained in clause (1) may be departed from 

if the design is supported by detailed calculations and 
accepted by the Commissioner after scrutiny. 

(3) The minimum clear head room in any staircase shall be 7 feet 

as measured from the top of the riser to the most depen¬ 
dent portion of the ceiling perpendicularly above it. 

(4) The treads and risers of each flights of stairs or of several 

flights in the same staircase in a public building shall be of 
uniform width and height. 

(5) The minimum ceiling height of a mamti shall be 7 ft. 


37. Amendment of bye-law 75.— For bye-law 75 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely:— 


75. Ventilation of staircase .—Where the staircase is in a residential 
building and is not otherwise ventilated to the minimum 
extent of 4 ft. in each flight it shall be ventilated at th top 
by means of a window or a ventilator or sky-light cf an 
area not less than 33-1/3 percent of the area of the staircase 
roof. 
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i 38 ' Amendment of bye-law 77.—For bye-law 77 of the principal -Bye¬ 
laws, the following bye-law shall be substituted, namely:— 


77. Separate means of exit from floors on different levels— If some 
or the persons accommodated in a building are placed on a 
higher floor than others, at least one staircase for every 
three floors (not counting the ground floor) shall be provided 
extending from ground floor level to the highest floor level. 
The minimum width of the staircase throughout shall be 
aS *i? reSCr ^ e( ? * n bye-law 72 and it shall communicate directly 
with a public street or at open space. This bye-law is sub¬ 
ject to satisfying the provision of bye-law 69 requiring that 
J 10 a budding should be at a distance of more than 

1 UU ft. from the staircase. 


39 Amendment of bye-law 78.—For bye-law 78 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely:— 


78. Doors and barriers to open outwards. —All doors and barriers 
for use by the public as exit in a public building shall be 
made to open outwards, and no locks or bolts for closing the 
same from outside shall be affixed thereto; provided that any 
such door or staircase shall not open on a public street. 

Note. In the existing structures the Commissioner may allow 
the replacement or repair of existing doors abutting on 
public street. 


40 Amendment of bye-law 79.—For bye-law 79 of the principal Bye- 
laws, the following bye-law shall be substituted, namely: — 

79. Bathrooms .—( 1 ) Every bath room shall have : — 

(a) a floor area of not less than 24 sq. ft. for which the smallest 

side shall not be less than 4 feet and if a water closet room 
is combined with the bathroom the floor area shall not be 
less than 36 sq. ft. and the smallest side less than 4 ft.: 

(b) a window or a ventilator of superficial area of not less than 

4 sq. ft.; and 

(c) height of not less than 8 ft. 


(2) Every bathroom or water closet shall,— 

(a) not be directly over or under any room other than another 

latrine, washtog place, bath or terrace, unless it has a water 
tight floor; 

(b) have the platform or seat either plastered with cement or be 

made of some water tight non-absorbent material; 

(c) be enclosed by walls or partitions of brick. Surface of every 

such wall or partition shall be finished with a smooth im¬ 
pervious surface such as cement plaster i inch thick or glaz¬ 
ed tiles or polished marble or any suitable material to a 
height of not less than 3 feet above the floor of such room; 

(d) have an impermeable floor made of smooth, hard material 

having a suitable fall to a trapped soil pipe connection; and 
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( e ) have a floor level to a height so as to ensure suitable grade to¬ 
wards the sewage drain. 

(3) No room containing a water closet shall be used for any purpose 
except as a lavatory and no such room shall open directly 
into any kitchen or cooking space by a door, window or other 
opening. Every room containing water closet shall have a 
door completely closing the entrance to it 


41. Amendment of bye-law 80.—For bye-law 80 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely: — 

80. Service latrine and water closet .—A latrine shall have,— 

(a) a floor area of not less than 20 sq. ft. of which the smallest 

side shall not be less than 3 feet 6 inches if it is a service 
latrine; 

(b) floor area of not less than 12 sq. ft. of which the smallest side 

shall not be less than 3 ft., if it is a water closet; 

(c) a window or a ventilator of a superficial area of not less than 

i sq. ft.; 

(d) an impermeable floor made of smooth hard material having 

a slope of £ inch to a foot towards the back of the latrine; 

(e) an impermeable dado 3 feet high; and 

(f) height not less than 8 feet. 


42. Amendment of bye-law 81—For bye-law 81 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely: — 


81. Kitchen.—(1) A kitchen shall have a floor area of not less than 
45 sq. ft. and shall not be less than 5 ft. in width in case of 
plots having an area upto 200 sq. yds. and shall have a floor 
area of not less than 60 sq. ft. and shall not be less than 6 feet 
m width in case of plots having an area of more than 200 sq. 

i S ‘ ^ kitchen which is intended for use as a dining room 
also, shall have a floor area of not less than 100 sq. ft. with a 
minimum width of 8ft. Each kitchen shall be provided with 
a flue. Provided that kitchens equipped with electrical ovens 
or gas equipment need not be provided with flue. 


(2) Every room to be used as kitchen shall also have,_ 

(a) a height of not less than 9 feet; 

(b) a small flue which shall have a superficial area after par- 

getting, of not less than 81 sq. inches or approved form of 
smokeless chulla; 

<c) a window of not less than 4 sq. ft. superficial area; 

(d) unless separately provided for in a pantry, means for the 
washing up of kitchen utensils which shall lead directly or 
through a sink to a grated and trapped connection to the 
soil pipe where water borne sewage system is available, in 
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the absence of water borne sewage system, the grated con¬ 
nection shall be joined to an open pucca surface dram lead¬ 
ing to a soak pit or other approved system of disposal, 

(e) an impermeable floor and an impermeable dado 3 feet high; and 

(f) fly proof gauze covering for all doors and windows except 

where a cooking place is provided in a verandah of smg e 
living room tenement. 

43. Amendment of bye-law 82,-For bye-law 82 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely. 

82. Pantries. —Pantries shall have,— 

(a) a floor area of not less than 30 sq. ft. with the smallest side 

not less than 5 ft.; 

(b) a sink for the cleansing ofi kitchen’s utensils which shall 

drain through a grated and trapped connection to the soil 
pipe where water borne sewerage system is available, m 
case water borne sewerage system does not exist the grated 
connection should be made to the pucca" surface dram 
leading to a soak pit, or other approved system of disposal, 
and 

(c) an impermeable floor and an impermeable dado 3 feet high, 

44 Amendment of bye-law 84,-For bye-law 84 of the principal Bye¬ 
laws, 'the following bye-law shall be substituted, namely:— 

84 Loft. —The total area of loft on each floor shall not be more 
than 25% of the built up area of that floor. 

45. Amendment ofi bye-law 86.— For bye-law 86 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely- 

86 . Servant Quarters— All out houses intended to be used for the 
habitation of servants shall comply with the follow ng 
requirements:— 

Each servant’s quarter shall comprise of one habitable room of not 
Each servant s^q ^ ^ floQr area> excluslve of cooking 

verandah, bathroom and lavatory. 

46. Deletion of bye-law 87.-Bye-law 87 of the principal Bye-laws shall 
be deleted. 

47 . Amendment of bye-law 89.—For bye-law 89 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely:— 

89 Garages to be set back from regular line of street — (1) Where 
garages are to have access on the service road, these shall be 
let back at least 15 feet from the central line of the service 
road. 

(2) If the garage is not set back as aforesaid, the Commissioner 
may require the owner or occupier of the garage to disconti¬ 
nue its use as such or to carry out such structural alterations 
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to the premises or to take such otheii ^^p^vent dfn^r 
missioner may consider necessary in ord P 
or obstruction to traffic along the street. 

48. Deletion of bye-law 90,-Bye-law 90 of the principal Bye-laws shall 
be deleted. 

49. Deletion of bye-law 93,-Bye-law 93 of the principal Bye-laws shall 
be deleted. 


Part IV 

Additional Provisions for the Construction of Certain Buildings. 

51. Deletion of bye-law 95.-Bye-law 95 of the principal Bye-laws shall 
be deleted. 

52. Amendment of bye-law 96.— For bye-law 96 of the principal Bye¬ 
laws, the following bye-law shall be substituted, name y. 

96. Factories and Industrial buildings— Notwithstanding any pro 
visions made in these bye-laws every building or p«r 
thereof intended to be used as a factory or a warehouse or 
an industrial building shall comply with the following add - 
tional provisions:— 

(a) Residential accommodation as permitted in the Master .££“ 

(a) * e ^ m be aUowed in f< a Ctory premises with the permission 

of the Commissioner. 

(b) Every such building shall be constructed of fire resisting 

materials. 

(c) Every factory shall be provided with adequate means of 
' ’ escape in case of fire for the persons employed therein as 

follows:— 

(i) each room of a factory building shall be provided with an 

adequate number of exits not less than two in number; 

(ii) no exit shall be less than 4 feet in width and 7 fleet in 

height and the doors of such exits shall be so arranged as 
1 to open immediately from the inside: 

(iii) every staircase shall be constructed of fire resisting 

materials; 

(iv) every staircase in such buildings shall be provided with a 

handrail on each side; 

(v) no staircase shall be less than 4 feet in width and the mini¬ 
mum clear head room in any staircase shall not be less 
than 7 feet; 
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(vii) 


(viii) 


(ix) 


(x) 


(d) Nothing in clause (c) shall apply to any factory or class or 

description of factories for which bye-laws in respect of the 
means of escape have been otherwise made in terms o 
section 38(7) of the Factories Act, 1948 (63 of 1948). 

(e) There shall be provided at all times for each person em- 

ployed in any room of the factory at least 36 sq. feet of 
the floor space exclusive of that occupied by the machinery 
and a breathing space of at least 500 cu. feet. 

(f) The internal height of a work-room shall not be less than 

15 feet measured from the floor level to the lowest point 
in the ceiling. 

Provided that this bye-law shall not apply to rooms intended for 
storage, godowns and the like purposes but only to rooms 
occupied by workers for purposes of manufacture, except 
in case of small factories employing less than 50 workers 
for purposes of; manufacture and carrying on a class of 
manufacture which does not give out obnoxious gases and 
dust injurious to health. 

(g) All factory buildings including office buildings shall be pro¬ 

vided with adequate permanent parking space within the 
same plot as the building. In such buildings, adequate off 
street facilities for the loading and unloading of merchan¬ 
dise and goods shall be provided within the building or 
on the same plot in such manner as not to obstruct traffic 
movement on a public street or a public alley. 

(h) Latrine accommodation shall be provided in every factory 

for the number of workers engaged at any one time on the 

following scale:— 

✓ 

(a) Where the number of workers does not 
exceed 25 


the maximuni rise for such staircase shall be 6 inched and 
minimum tread shall be 12 inches in width, 

no part of factory building shall be farther (along the line 
of travel) than 50 feet from any one of the fire escapes; 

every staircase shall be lighted and ventilated from an air 
space of not less than 10 square feet in area per floor 
height; 

every lobby, corridor or passage in such building shall not 
be less than 4 feet in width and its floor including sup- 

ports shall be of fire resisting materials, and 

every hoistway or liftway inside a factory shall be com¬ 
pletely enclosed with fire resisting materials and means 
of access to the hoist or lift shall be fitted with doors of 
fire resisting materials. Provided that any such hoist- 
way or lift way shall be enclosed only at the top by some 
materials easily broken by fire or be provided with a 

vont 55 1 thp ton 


.. 2 seats 
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(b) Where the number of workers exceeds 

25 but does not exceed 50 .. 3 seats 

(c) Where the number of workers exceeds 

50 but does not exceed 150 .. 4 seats 

(d) Where the number of workers exceeds 

150 but does not exceed 250 ... 5 seats 

(e) Where the number of workers exceeds 

250 .. 1 seat for 

I every 50 or 

*> - , a fraction of 

- 1 1 50. 

<i) Urinal accommodation shall be provided for the use of male 
workers and shall not be less than 2 feet in length for every 
50 males, provided that where the number of males em¬ 
ployed exceeds 500, it shall be sufficient if there is one 
urinal for every 50 males upto first 500 employed and one 
for every 100 thereafter. Where women are employed, 
separate urinal accommodation shall be provided for them 
on the same scale. 

In calculating the urinal accommodation required under this 
clause any odd number of workers less than 50 or 100, as 
the case may be, shall be reckoned as 50 or 100. 

<j) A suitable number of conveniently accessible water taps or 
reservoirs shall be provided near each set of latrines. 

(k) Wells intended to supply water for consumption shall comply 
with the following requirements:— 

(i) It shall not be at a distance of less than 50 feet of any ash¬ 

pit, refuse-pit, closet or any drain or source likely to cause 
pollution of the water therein. 

(ii) The walls or head of the well shall be raised above the 

level of the adjoining ground to form a parapet or kerb 
and to prevent surface water from flowing into the well, 
and shall be surrounded with a paving constructed of 
impervious materials which shall extend for a distance 
of not less than 6 feet in every direction from the parapet 
or the kerb forming the well head on the upper surface 
of such a paving shall be sloped away from the well. 

(iii) The interior surface of the lining or walls of the well shall 

be pucca throughout and rendered impervious to water 
to a depth not less than the lowest level of the sub-soil 
water. 

53. Amendment of bye-law 98.—For bye-law 98 of the principal Bye¬ 
laws, the following bye-law shall be substituted, namely:— 

98. Office and Public Buildings including Schools, Theatres, Reli¬ 
gious Buildings and Public Assembly Halls.— (1) No person 
shall erect a building, intended for religious worship or as 
a sacred building on site which has not been previously 
approved by the Commissioner. 
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(b) Separate water close. of^wltetdos* 

S-g S it's ttreofand one water Coeet 
for 15 females or fraction thereof. 

(c) In addition to thereof 

(b) above one urinal for a n doors of water closets 

Mrs short at the bottom and 

6 inches short at the top. 

(d) FO area e in P su P ch 'WwSZ STbe^mS - 

person. 

(3) (a) No window or doorwa^ 8 shA^Srlr 

room used for the purpose or when it faces a 

rerpSM other' pubiic open space 

more than 10 feet in width. 

<•» n *m u s = f or^£ e w;‘tr 

instruction. 

i. u -mirarr pvrpeding two storeys in height shall 
<C) EV ^^ue“tfV*“ sistilg material throughout. 

(dl The minimum size of a cellar room, study roornor ro 

(d) tor Se purposes of instruction, shall .be 18 tetchy ^ ^ 

the re q uisi,e open space. 

(e) A minimum of 10 sq. feet “^^Q^^counted^n 6 the accom- 

SS, 

S U Sints a S?ll be calculated on this basis for the pur- 
poses of this clause. 

(f) Every alkmbly room, ^Ta^leT/height 

fereSTndlr^MS may project 2 feet 
below the required ceiling height. 

Providwi^that^such^^ge^ either^bove ^or "below a balcony 
or gallery. 

(g) Every class room, studyroomg^Jhts ^Ith a P total 

of instruction, shall have, wi r ^ s SU ch room, 

“S s-si'ssa ss 

suchii ® htingtstoprac,icaMe - 
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(h) N ° doorway of a class room, study room or room used for the 
of instruction shall be less than 3 feet in clear 
width and every such room shall have an independent entr¬ 
ance and not through another room. 

0) N ° CO I ri ^ 0 ^ °, f such building shall be less than 8 feet in 

0) 

room as possible and their approaches shall be wholly sepa- 

' short a r t t tt SeXeS ' 7 h ^ d °° rS ShaI1 be at least 3 inches 
short at the bottom and at least 6 inches at the top. 

<k> A ^.ude‘nt a sS“& p r P oS Und a ‘ the ^ ° f 30 *>' feet 

<4> <a LZunTia s h rSvS be ^ 

(b) A cinema theatre or public assembly hall may be permitted’ 
m a shopping, commercial or industrial area smutted 

N o omema theatre or public assembly hall shall be permitted 

t°h" ISSf* is not today wide 

^ T n^i S i!f °Tu a - cine , ma > theatre or public assembly hall shall’ 
e within a distance of 300 feet from a i unction of two 
or more roads, the traffic along all of which is hea?y 

^ T ^ S l te °L a cine 1 ma > theatre or public assembly hall shall 
Sol yds W fro£ a d j‘ a “ e f 0f “».«• » Petroi y s .aS„ S “j 

OVV yas. irom a place of worship or a school. 

(f) The site of a cinema, theatre or public assembly hall shall nre 

SSPS Sh tWO aCCe?S r0adS ° ne ° f Whicb 5 VStTH 

(S> Th be S leL°than C 2 n 0^ft a «o theat ^ e -° r pUbIic assembI y ball shall not 
frnnfofr han yarc * s m area and should have sufficient 

and e^t. 0n 3 r ° ad $ ° 35 * commodate a separate enlance 

(h) No person shall erect a building intended to be used for as a: 

cinema, theatre or public assembly hall, or convert the user 
h fisting building to anv such purposes, unless such 
building ,s set back at least 20 feet or as prescribed bv the 

?£TTT r *¥ r ? guIar line of the street or from the 
street, if no such regular line exists. 

(i) Every such building shall be constructed of fire resisting mat- 

ei ials throughout, except that structural members of the roof' 
located more than 20 feet above any floor may not be fire 

(j) N °t77 e tha n one auditorium shall be permitted in an v such 

building. The auditorium shall have a clear height of not less 
v. han }u * eet , provi d e d that the average clear ceiling height 
beneath or above any mezzanine or balcony shall not be less 
than 10 feet provided further that the lowest point on the 
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soffit of a ceiling, or beam, girder or truss projecting belOwa 
beneath^t* n0t ^ ^ than 8 feet above 'l he floor directly 

(k) Balconies or galleries shall be restricted to 25 per cent of the 

?one o C f C t 0 h m e m b 0 a t a n i0n ° f ^ Ch b , Uilding and the maximum 
slope of the balcony or gallery shall not exceed 35 degrees. 

(!) The standard of ventilation in such buildings shall be 1.000 cubic 
feet of fresh air per seat per hour. 

(m) No door in such buildings which is a required exit shall be less 

than 5 feet m clear width or less than 7 feet in clear height. 

(n) The minimum clear width of any public exit in any such build- 

r?^ d at the rate of 2 feet P er 100 Persons or 
rnnm f i, l ly t0 USe that P artlcular exit. This mini- 

J ldth shal ] be cumulatively increased towards the 
public doorways of the building, so that the width of an exit 
a ^ Q y + po ’ n J; | ha11 . on no account be less than calculated at 

s£rverf te at 0f thJ eet 100 persons or fraction thereof 

served at that point. All door shutters shall be such as to 
open outwards and shall be openable from inside. 

<D) Sa a«« t riw ^jrements governing cinemas, theatres and public 
assembly halls shall be as indicated in Schedule XII. 

(p) For the purpose of this clause each 10 sq. feet floor space of an 

auditorium or assembly hall shall be deemed to be occupied 
by one person. 

(q) (i) For cinemas and theatres the area of open space shall be 

governed by the rules notified by the Central Government as 
well as by the conditions imposed by the Commissioner from 
time to time. 

(ii) The parking space in cinemas, theatres and public assembly 
halls shall be provided as under: — 

Minto Road and Ran jit Singh Road Area 

Type of vehicle No. of vehicles for which parking 

space shall be provided. 

10% of the seats. 

60% of the seats. 


Cars 

Scooters and Cycles 


District Centres, Sub-Central Business Districts. 

Type of^ehicle No. of vehicles for which parking 

space shall be provided. 

10% of the seats. 

20% of the seats. 

4o% of the seats. 


Cars 

Scooters 

Cycles 


Community centres and approved shopping centres. 
Type of vehicle 


Cars 

Scooters 

Cycles 


No. of vehicles for which parking 
space shall be provided. 

5% of the seats. 

20% of the seats. 

30% of the seats. 


- 
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per mot g or S ca^30 h s a q I ft per°£otS cycl^ SC3le ° f 250 scp ft - 
ft. per cycle. p motor cycle or scooter and 15 S q. 

living room te^menfl^thelweepe^ &t Ie3St 0ne single 
and 104 of the princfpa]^ 100, 102, 103 

and Vm^pDendTd to Ihe^rmcma]^ VI , and VIn —Schedules I V VI 
now schedules I, V, VI *£%&**£& g£ fcSSP* by £ 

Bye-law?^ S SSS? Schedule VII appended to the principal 


MUNICIPAL CORPORATION OF DELHI 
Schedule I 
(See bye-law S) 

Form of notice of intention to erect a build™ n 

erect a building or execute any work 


FROM 


TO 


Sir, 


The Commissioner. 

DELHI Pal Corpora ^ ion of Delhi, 




No 
Road 


according to plans submitted herewith 


Description of construction: — 

1. Basement (Tehkhana). 

2. Ground floor. 

3. 1st floor. 

4. 2nd floor. 

5. 3rd floor. 

6. Specifications: General and detailed, 
prop^od to be built 1 ifporTand 1 showing^ate^supp^jf ami Sewage Slposaf 
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(b) 3 copies of plans, elevations, sections and other details of the pro¬ 
posed construction *with/without projections; as required by the^Sff'hi 
Municipal Corporation (Buildings) Bye-laws. 

*I/We hereby declare that *I/we am/are the *owner/owners or autho¬ 
rised agents of the property to be built upon. 

The plans have been prepared by: — 

Name of licensed *architect/engineer/draughtsman . 

Licence No. 

Address . 


Yours faithfully, 

Signature of *owner/owners or 

authorised agent/agents. 

S/o 

W/o 

D/o 

Full postal address. 


Dated . 

* Strike off the alternatives not required. 


MUNICIPAL CORPORATION OF DELHI 
Schedule V 
(See bye-law 12) 

Form of Notice of Commencement of the Erection of Building or the 

execution of Work 

I hereby certify that the erection, re-erection of building or the execu¬ 
tion of work .. in Plot No.House 

No. . Street/Road-.............'... will be commenced 

on.as per your sanction vide No. 

dated ... in accordance with the plans, elevations and 

section sanctioned vide Ng..dated 

Signature of Owner.. 

Name of Owner ... 

(in block letters) 

Address of Owner ... 


Dated 







































iPAKT IV] 


DELHI GAZETTE EXTRAORDINARY 


149 



MUNICIPAL CORPORATION OF DELHI 
Schedule VI 
[See bye-law 13(1)] 

Form of Notice of Completion 


TO 


The Commissioner, 

Municipal Corporation of Delhi, 


DELHI. 

Dear Sir, 

I/We hereby give notice as required by sub-section (1) of section 346 
of the Delhi Municipal Corporation Act, 1957, that I/we have completed 

the erection of the building/execution of the works in Plot No. 

House No..Block No.Street/ 

Road..... in pursuance of the sanction granted by 

the Commissioner vide his No.dated. 

Permission to occupy or use the building as required by sub-section (2) 
of section 346 of the Delhi Municipal Corporation Act, 1957 may be granted. 

Yours faithfully, 


Signature of Owner 
Name of Owner ... 
Address of Owner 


Dated 


Schedule VII— Deleted . 


MUNICIPAL CORPORATION OF DELHI 
Schedule VIII 
(See bye-law 14) 

Form of Occupancy Certificate 


at Plot No, 


I hereby certify that building No, 


has been 


.i.. Street/Road 


Block No. 


inspected by me and I declare that the building conforms in all respects 
to the requirements of the Building Bye-laws in respect of structural 
safety, fire safety, hygienic and sanitary conditions inside and in the 
surroundings and is fit for occupation. 


Signature 


Commissioner, 

Municipal Corporation of Delhi. 


Dated 



































































